INDEX OF SHEETS

S1. General Flan and Elevation

S2. General Notes, Bill of Materials and Index of Sheets
S3. Stage Construction Details

S4.  Removal Plan

S5, Wing Wall Details

S6.  Soil Borings

Proposed Ground
Surface

. = mA )
— Embankment

Backfill with Porous Granufar
Embankment (Special)

Geocomposite Wall Drain

v

<

=% Over £ xcavation Beyond the—"
Limits of the Structure.
This Area not Measured
for FPayment

GENERAL NOTES:

1L

O

™~

Reinforcement bars shall conform fo the requirements of ASTM A 706
Grade 60. See Special Provisions.

All reinforcement bars shall be epoxy coated.

Plan dimensions and details relative to existing plans are subject tfo nominal
truction variations.  The Contractor shall Tield verify existing dimensions
details affecting new construction and make necessary approved
adjustments prior fo construction or ordering of materiols. Such variations
shail not be cause for additional compensation for a change /n scope of the
work, however, the Contractor will be paid for the quantity actually furnished
at the unit price bid for the waork.

Stage construction shall be ufi to maintain fraffic during construction.
The Contractor shall make his own investigation 1o determine the exisfence,
nature, and exact location of all utility lines and appurtances within the limits
of the work. The cost of this work shall be incidentai to the contract.

Contractor shall exercise caution during excavation around the existing
culvert to avoid undermining the foundation.

Layout of the slope protection system may be varied to suit ground
conditions in the field as directed by the Lngineer.

If the Contractor chooses to alter the temporary cantilevered sheet plling
design requirements shown on the plans, o design submiftal including plan
details and calculations will be required for review and gccepfance by 1h
Fngineer.

Channel excavation includes removal of sediment from bottom stab of culvert
and excavation for riprap instaliation.
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Stone Rip Rap., Class A4
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